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INVENTOR 
Adrien GALET 
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ARRANGEMENT FOR MAINTAINING A PROTECTIVE HELMET 

BACKGROUND OF THE INVENTION 


1. Field of the Invention 

The present invention relates to a protective helmet, and more particularly 
to an arrangement for holding or maintaining the helmet in position on the head of 
5 the wearer, as well as to the devices for adjusting the holding arrangement, 

O especially a chin strap. 

;P 2. Description of Background and Relevant In formation 

S Protective helmets are known, which are used in various fields and worn by 

;L a variety of users, such as bicyclists, motorcyclists, firefighters, skiers, and others, 

M such as soldiers, aircraft or helicopter pilots. All of the current helmets, regardless 

]5 of their use, have an outer rigid shell with the general shape of a sphere including 

'J a facial opening, and whose cavity thus formed has protective and comfort padding 

elements adapted to nest the user's head. Furthermore, the helmet is conventionally 
held on the user's head by a holding arrangement, such as a flexible chin strap fixed 
15 to the lateral portions of the helmet. The current devices for connecting the chin 

strap are completely unsatisfactory, since they are inefficient, often unreliable, and 
very unaesthetic. The removal or positioning of the helmet is most often quite 
difficult; the adjustment thereof is delicate and often does not allow a proper 
positioning and retention. The helmet is then uncomfortable for the wearer, and it 
20 does not fulfil its protective function in good conditions. 
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Furthermore, once the helmet is positioned and tightened on the user's head, 
it has free strap ends that can hinder the wearer's movements. 


SUMMARY OF THE INVENTION 


An object of the invention is to remedy the aforementioned drawbacks with 
5 an arrangement that is simpler, more reliable and easier to implement. To this end, 

an object of the present invention is to reinforce the holding of the helmet while 
increasing the comfort for the user, by improving the adjustment and positioning 
p of the helmet on his/her head. Moreover, it advantageously enables the elimination 

m of all unnecessary strap portions left free by adjustments of the conventional type. 

ljjj According to a main characteristic of the protective helmet according to the 

% invention, the latter is formed by a main outer shell that has a longitudinal plane of 

!L* symmetry, and is of the type having a holding and positioning arrangement adapted 

lU to allow its fastening to the user's head, this arrangement having a set of flexible 

m straps, wherein the holding and positioning arrangement includes a system for 

lS adjusting the length of the straps, at least one element of which is constituted by a 
pulley, or a pulley-type element or device. 

According to an embodiment of the protective helmet according to the 
invention, the holding and positioning arrangement includes a chin strap constituted 
by a set of flexible straps, the chin strap thus being constituted by a front strap and 
20 a rear strap joining one another in their middle portion, whereas the front strap is 

constituted by a left portion of the front strap and by a right portion of the front 
strap, and the rear strap is constituted by a left portion of the rear strap and by a 
right portion of the rear strap, the left portions being joined at a point of 
convergence, while the right portions are also joined at a point of convergence, the 
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points of convergence being adapted to be connected to one another to fasten the 
helmet. 

According to a complementary characteristic of the protective helmet 
according to the invention, the strap portions have a length adjustment mechanism. 

5 According to another characteristic of the protective helmet of the invention, 

the adjustment mechanism for the strap is constituted by a pulley, or pulley-type 
element or device. 

I| According to an alternative embodiment of the protective helmet, each pulley 

;P device is constituted by a lever buckle arranged on a strap portion, and by a 

Hi complementary return buckle fixed to the main outer shell of the helmet in the area 

'2 of the point where the strap portion is attached to the shell. 

O 

m According to this alternative embodiment, the strap portion passes through 

U the buckle starting from the point where it is affixed to the main outer shell, passes 

*5 through a guide of the lever buckle, then comes back to pass in the complementary 

15 return buckle, before slidably passing again beneath the pivoting lever arm that is 

susceptible of blocking the sliding. 

According to another characteristic of the protective helmet according to the 
invention, the set of flexible straps includes a front strap and a rear strap that is 
formed by a left strap portion and a right strap portion, and the connection of the 
20 ends of the left and right portions of the rear strap to the shell is made by means of 

an intermediate connecting piece having the shape of an inverted Y. 
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Furthermore, according to an alternative embodiment of the protective 
helmet, the rear intermediate connecting piece is semi-rigid, and it is journaled 
about its point of fastening to the shell in a transverse plane orthogonal to the 
longitudinal plane of symmetry, so as to be able to assume the shape of the nape of 
the user's neck. 

According to another characteristic of the protective helmet according to the 
invention, the chin strap has at least one self-connecting and self-disconnecting 
buckle, this automatic buckle, and more particularly the connecting zone, being 
arranged at the point of convergence of the left portion of the front strap with the 
left portion of the rear strap. 

RRIFF DESCRIPTION OF DRAWINGS 

Other characteristics and advantages of the invention will become apparent 
from the following description, with reference to the annexed drawings which are 
only provided as non-limiting examples. 

FIGS. 1-12 show the preferred embodiment of the protective helmet 
according to the invention; 

FIG. 1 is a perspective view of the helmet of the invention; 

FIG. 2 is a left side elevation view; 

FIG. 3 is a right side elevation view; 


FIG. 4 is a front elevation view; 
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FIG. 5 is a rear elevation view; 

FIG. 6 is a side elevation view, with the shell of the helmet being shown in 
longitudinal cross section; 

FIG. 7 is an exploded view of the helmet; 

FIG. 8 is a view illustrating the chin strap alone in an extended position; 

FIGS. 9a and 9b are detailed views of the front strap portions in a cross- 
section taken along the line A-A, the adjusting mechanism respectively being in 
different adjusting positions; 

FIG. 10 is a detailed view of the rear strap portions in a cross-section taken 
along the line B-B; and 

FIGS. 11 and 12 show how the quick adjustment system for the head-band 
is obtained. 

DETAILED DESCRIPTION OF THE INVENTION 

The protective helmet designated generally by the reference numeral 1 in 
FIGS. 1-12, by way of example, is shown particularly as a soldier's helmet, of the 
infantry type, which has a general longitudinal plane of symmetry P which includes, 
in a known manner, a main outer shell 2 having a facial opening 3. 

The main outer shell 2 is constituted by a substantially spherical wall having 
a general vertical plane of symmetry P, which is advantageously made of a 
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composite material including a stack or lamination of layers of reinforcing fibers 
impregnated and tied to one another by a resin matrix. The fibers can be glass, 
aramid, nylon, polyethylene, or carbon fibers, whereas the matrix can be a plastic 
of the thermohardening or thermoplastic type. Of course, the shell could be made 
of any other material, such as steel. 

The main outer shell 2 has a plurality of wall portions, as shown in FIG. 3, 
namely an upper front wall portion 4 extended rearwardly by an upper rear wall 
portion 5, itself extended downwardly by a lower rear wall portion 6, and further 
has two lateral wall portions 7. The upper front portion 4 corresponds to the zone 
occupied by the user's forehead, and is limited by the upper edge 8 of the facial 
opening 3 which is itself laterally limited by two lateral edges 9. The upper rear 
wall portion 5 corresponds to the zone occupied by the user's skull, whereas the 
lower rear wall portion 6 corresponds to the zone occupied by the nape of the user's 
neck. Additionally, the wall of the shell is limited downwardly by a lower edge 10. 
The lateral wall portions 7 correspond to the zones occupied by the user's ears, and 
are limited forwardly by the corresponding lateral edge 9 of the facial opening 3, 
and downwardly by the lower edge 10. 

Furthermore, as shown in FIG. 7, the inner enclosure of the main shell 2 has 
a dome 20 constituted, for example, by a foam layer adhered to the inner surface 
of the shell, as well as a deformable cap 21 intended for the adaptation of the 
helmet to the volume and shape of the user's head. The deformable cap is, for 
example, constituted by a set of elements 22 made of flexible materials, such as 
leather, strap or the like, retained on a cap support 24 fixed to the shell 2. 

According to the invention, the protective helmet 1 has an arrangement for 
holding and positioning, adapted to allow it to be adjusted and fastened to the user's 
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head 100, such arrangement having a chin strap 11 and a head-band 23 for adjusting 
the deformable cap 21, The chin strap 1 1 is constituted by a set of flexible straps, 
namely, a front strap 12 and a rear strap 13 joining one another in their middle 
portion. The head-band 23 is arranged in the cap 21 so as to enable the adjustment 
of the user's head within the cap. 

According to the invention, the holding arrangement includes an adjustment 
mechanism for adjusting the length of the straps 12, 13, the adjusting mechanism 
having at least one pulley-type device 70 constituted by a lever buckle 15, 16 
arranged on the strap and by a complementary return buckle 18. 

According to the preferred embodiment of the helmet 1 and of its chin strap 
11, the front strap 12 is constituted by a left portion 12a of the front strap, and by 
a right portion 12b of the front strap, whereas the rear strap 13 is constituted by a 
left portion 13a of the rear strap, and by a right portion 13b of the rear strap, as 
shown in FIGS. 2 and 3. 

According to a particular feature of the illustrated embodiment of the 
invention, the ends of the left 12a and right 12b portions of the front strap 12 are 
fixed to fastening points X at the upper edge of the facial opening, in the vicinity 
of the lateral edges 8 of the main outer shell, whereas the ends of the left 13a and 
right 13b portions of the rear strap 13 are fixed to the center and to the rear of the 
lower edge 10. 

Furthermore, the other ends of the right portions 12b, 13b of the front and 
rear straps are fixed together at a point of convergence 50, the ends of the left 
portions respectively joining one another at the point of convergence 51. The two 
points of convergence 50, 51 are advantageously adapted to be connected to one 
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another by one or more complementary strap portions 53 adapted to pass beneath 
the chin, or to surround the user's chin to fasten the helmet 1, as shown in FIG. 4. 

Moreover, the chin strap 11 can be opened to enable the positioning of the 
helmet, and closed to ensure the retention thereof on the user's head. To this end, 
the chin strap has at least one self-connecting and self-disconnecting buckle 19 
adapted to enable the release of the complementary strap portions 53. According 
to one advantageous arrangement, this automatic buckle and, more particularly, the 
connecting zone, is arranged at the point of convergence 51 of the left portion 12a 
of the front strap 12 with the left portion 13a of the rear strap 13, as shown in FIG. 
3. 

According to the preferred embodiment of the protective helmet according 
to the invention, each of the strap portions has length adjustment mechanism, as 
shown in FIGS. 2 and 3. 

Thus, the left portion 12a of the front strap 12 has a length adjustment 
mechanism 15a, and the right portion 12b of the front strap 12b also has a length 
adjustment mechanism 15b. Likewise, the left portion 13a of the rear strap 13 has 
an adjustment mechanism 16a, and the right portion 13b of such strap also has a 
length adjustment mechanism 16b. 

Each of the strap portions 12a, 12b, 13a, 13b is a continued portion with a 
finite length connecting a point of convergence 50, 51 to a hooking point affixed to 
the main outer shell 2. Their adjustment mechanisms 15a, 15b, 16a, 16b, shown 
particularly in FIGS. 9a, 9b, and 10, are each constituted by an assembly of a lever 
buckle 15, 16 and a complementary return buckle 18 which form a sort of pulley 
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70, enabling the adjustment of the useful length of the respective strap portions on 
which they are arranged. 

Thus, it is noted that the strap portion 12a, 12b, 13a, 13b extends from its 
attachment point, passing through a buckle 17 of the lever buckle 15, 16, before 
coming back to pass through the complementary return buckle 18 affixed to the 
attachment point and fixed with respect to the latter; it then slides under the pivoting 
lever arm 73 of theJever buckle 15, 16 so as to be capable of being blocked by the 
latter in a known manner, as shown in FIGS. 9a and 10. It is noted that FIG. 9b 
shows the sliding of the lever buckle 15a so as to bring it into a different adjusting 
position than that shown in FIG. 9a, the pivoting lever being in an open position 
allowing the sliding. 

In order to obtain a better positioning of the protective helmet 1 on the user's 
head 100, the connection of the ends of the left and right portions of the rear straps 
to the shell occurs due to an intermediate connecting piece 14 having the shape of 
an inverted Y. 

As shown in FIG. 5, the connecting piece 14 is fixed on the rear lower 
portion 6 of the main outer shell 2 of the helmet 1 , in the vicinity of the lower edge 
10; it is advantageously journaled about its fastening point X, 75, in a transverse 
plane orthogonal to the longitudinal plane of symmetry P. The connecting piece is 
advantageously obtained by assembling two Y-shaped pieces, one external piece 
being made of a semi-rigid material, such as a relatively hard leather, and one 
internal piece adapted to take support at the top of the nape of the user's neck, and 
made of a relatively soft material, such as a padding in a soft leather envelope. 
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The assembly of the internal and external pieces is carried out with stitches 
which particularly enable a solid and reliable fastening of the rear portions 13a, 13b 
of the rear strap and of the complementary return buckles 18 on the connecting 
piece 14. It is noted that the connecting piece thus constituted is semi-rigid and 
therefore susceptible to bending slightly and pivoting about its fastening point so as 
to be capable of assuming the shape of the nape of the user's neck. 

According to the preferred embodiment of the protective helmet according 
to the invention, the holding and positioning arrangement of the helmet includes an 
adjusting headband 23 arranged in the deformable cap 21 adapted to encircle the 
user's head. The headband has a quick adjustment system 230 adapted to facilitate 
use, for example, with a gas mask. The adjustment system makes it possible to 
further widen the headband without modifying the main adjustment of the headband. 
To this end, a movable covering tongue 231 affixed to the headband is provided, 
which includes one of the parts 232a of a self-gripping device, i.e., one part of a 
hook and loop fastening mechanism, such as Velcro, as shown in FIGS. 11 and 12. 
A corresponding self-gripping part 232b is arranged on the headband, also shown 
in FIGS. 11 and 12. Thus, the tongue can be completely released by disengaging 
the self-gripping parts, as shown in FIG. 12, and thus increase the length of the 
headband. In the initial closed position shown in FIG. 11, the two self-gripping 
parts partially overlap one another, a portion 80 of the self-gripping part 232b being 
folded, in order to enable the enlargement of the headband. 

Furthermore, it is important to note that the headband also has an adjustment 
adapted to enable the adjustment of the initial position of the headband, such 
adjustment being able to be constituted, in a known manner, by a self-gripping 
device located on each of the two ends of the headband. Once the initial adjustment 
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is made, the quick adjusting system makes it possible to enlarge the circumference 
of the headband without modifying the initial adjustment thereof. 

All of the different characteristics, namely, the pulley devices, the rear 
connecting piece, the adjusting mechanism arranged on each of the strap portions, 
the specific configuration of the chin strap, as well as the quick adjustment of the 
headband, contribute to substantially improving the comfort and positioning of the 
helmet, and to facilitating its positioning. However, each of these characteristics 
is itself susceptible of constituting an invention. 

Of course, the invention is not limited to the embodiments described and 
shown by way of examples, but it includes all the technical equivalents as well as 
their combinations. 

The instant application is based upon French Application Nos. 98 01867, 
filed on February 9, 1998, and 98 08972, filed on July 8, 1998, the disclosures of 
which are hereby incorporated by reference thereto in their entireties, and the 
priorities of which are hereby claimed under 35 USC 119. 
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WHAT IS CLAIMED IS: 

1 . A protective helmet partially formed by a main outer shell having a 
longitudinal plane of symmetry P, said helmet comprising a holding and positioning 
arrangement adapted to be fastened to a user's head, said arrangement comprising 
a set of flexible straps, said holding and positioning arrangement comprising a 
mechanism for adjusting the length of the straps, said mechanism including a pulley 
device. 

2 A protective helmet according to claim 1, wherein the holding and 
positioning arrangement comprises a chin strap constituted by a set of flexible 
straps, the chin strap thus being constituted by a front strap and a rear strap joining 
one another in a middle portion, wherein the front strap is constituted by a left 
portion of the front strap and of a right portion of the front strap, and the rear strap 
being constituted by a left portion of the rear strap and by a right portion of the rear 
strap, the left portions being joined at a point of convergence, while the right 
portions are also joined at a point of convergence, said points of convergence being 
adapted to be connected to one another to fasten the helmet. 

3. A protective helmet according to claim 2, wherein each of the strap 
portions comprises a length adjustment mechanism. 

4. A protective helmet according to claim 2, wherein each of the 
mechanisms for adjusting the strap portions is constituted by a pulley device. 

5. A protective helmet according to claim 1, wherein each said pulley device 
comprises a lever buckle arranged on a strap portion, and a complementary return 
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buckle fixed to the main outer shell of the helmet in the area of a point where the 
strap portion is affixed to the shell. 

6. A protective helmet according to claim 5, wherein the strap portion 
passes through the buckle starting from the point where it is affixed to the main 
outer shell, passes through a guide of the lever buckle, then comes back to pass in 
the complementary return buckle, before slidably passing again beneath the pivoting 
lever arm that is susceptible of blocking said sliding. 

7. A protective helmet according to claim 1, wherein the set of flexible 
straps comprises a front strap and a rear strap that is formed by a left strap portion 
and a right strap portion, and wherein the connection of the ends of the left and 
right portions of the rear strap to the shell is made at an intermediate connecting 
piece having the shape of an inverted Y. 

8. A protective helmet according to claim 7, wherein the rear intermediate 
connecting piece is semi-rigid, and wherein it is journaled about its point of 
fastening to the shell in a transverse plane orthogonal to the longitudinal plane of 
symmetry, so as to be able to assume the shape of the nape of the user's neck. 

9. A protective helmet according to claim 2, wherein the chin strap 
comprises at least one self-connecting and self-disconnecting buckle, said automatic 
buckle, and more particularly its connecting zone, being arranged at the point of 
convergence of the left portion of the front strap with the left portion of the rear 
strap. 
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ABSTRACT OF THE DISCLOSURE 


A protective helmet partially formed by a main outer shell having a 
longitudinal plane of symmetry, and of the type having a holding and positioning 
arrangement adapted to allow its fastening to the user's head, the arrangement a set 
of flexible straps, wherein the holding and positioning arrangement has a 
mechanism for adjusting the length of the straps, at least one element of which is 
constituted by a pulley. 
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disclose material information as defined in Title 37, Code of 
Federal Regulations, §1 .56(a) which occurred between the 
filing date of the prior application and the national or PCT 
international filing date of this application: 


(Application Serial No.) 
(No. de Demande) 


(Filing Date) 
(Date de Depot) 


(Bat) 
(brevetee, pendante 
abandonne) 


(Status) 
(patented, pending 
abandoned) 


(Application Sena! No ) 
-Jf (No. de Demande) 


(Filing Date) 
(Date de Depot) 


Je Seclare par ie present acte que toutes mes declarations, a 
ma connaissance, sont vraies et que toutes les declarations 
faites a partir de renseignements ou de suppositions, sont 
tenues pour etre vraies; de plus, toutes ces declarations ont 
ete faites en sachant que de fausses declarations volontaires 
ou autres actes de meme nature sont sanctionnees par une 
amende ou un emprisonnement, ou les deux, selon la Section 
1001, du Titre 18 de Code des Etats-Unis et que de telles 
declarations deliberement fausses peuvent compromettre la 
validtte de la demande ou du brevet delivre. 


(Etat) 
(brevetee, pendante 
abandonnee) 


(Status) 
(patented, pending 
abandoned) 


I hereby declare that all statements made herein of my own 
knowledge are true and that all statements made on 
information and belief are believed to be true; and further that 
these statements were made with the knowledge that willful 
false statements and the like so made are punishable by fine or 
imprisonment, or both, under Section 1001 of Title 18 of the 
United States Code and that such willful false statements may 
jeopardize the validity of the application or any patent issued 
thereon. 


"Le(s) soussigne(s) autorise(nt) par la presente ie ou les 
avocat(s) americain(s) ou le(s) mandataire(s) ci-dessus de- 
signers) a accepter et a suivre les instructions de son conseil 
en brevet etranger concernant toute demarche necessaire a 
effectuer aupres de I'Office amencain des Brevets et des 
Marques concernant cette demande, sans communication 
directe entre le(s) avocat(s) amencain(s) ou le(s) 
mandataire(s) et le{s) soussigne(s). Dans Phypothese d'un 
changement dans les personnes donneurs destructions, le(s) 
avocat(s) americain(s) ou le(s) mandataire(s) nomme(s) par la 
presente sera (ont) informe(s) par le(s) soussign6(s)." 
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The undersigned hereby authorizes the U.S. attorney or agent 
named herein to accept and follow instructions from his foreign 
patent agent as to any action to be taken in the Patent and 
Trademark Office regarding this application without direct 
communication between the U.S. attorney or agent and the 
undersigned. In the event of a change in the persons from 
whom instructions may be taken, the U.S. attorney or agent 
named herein will be so notified by the undersigned. 
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French Language Declaration 


POUVOIR: En tant qu'inventeur, je designe T(ies) avocat(s) 
et/ou P(les) agent(s) suivant(s) pour poursuivre !a procedure 
de cette demande et trailer toute affaire la concernant aupres 
du Bureau des Brevets et des Marques: 

Neil F. Greenblum Reg. No. 28,394 

Bruce H. Bernstein Reg. No. 29,027 

Roger P. Glass Reg. No. 30,84 1 

James L. Rowland Reg. No. 32,674 

Arnold Turk Reg. No. 33,094 


Adresser toure correspondence a: 


POWER OF ATTORNEY: As a named inventor, I hereby 
appoint the following attorney(s) and/or agent(s) to prosecute 
this application and transact all business in the Patent and 
Trademark Office connected therewith, (fist name and reg- 
istration number) 


Send corresoondence to: 


GREENBLUM & BERNSTEIN, P.L.C 

1941 ROLAND CLARKE PLACE 
RESTON, VA 20191 
(703) 716-1191 


m Adresser toute communication teiephonique a* Direct Telepnone Calls to* (name ana telephone numcen 

% (Horn) (Numero de telephone) Ndl R Greenblum 

Bruce H. Bernstein 

^ Roger P. Glass (703)716-1191 

^ James L. Rowland 

=C Arnold Turk 


= filom comDlet cu seul ou premier inventeur 
Adp_en GALET 

Fu;i name ct soie or first inventor 
Adrien GALET 

Signature de 1 .nventeur Date 

inventors signature Date 

■ domicile 

01W0 Chatillon Sur Chalaronne , FRANCE 

Residence 

01400 Chatillon Sur Chalaronne . FRANCE 

Nationalite 
FRANCE 

Citizenshic 
FRANCE 

Adresse Postaie 
Montaplan 

Post Office Aoaress 

Montaplan — 

01400 Chatillon Sur Chalaronne , FRANCE 

01400 Chatillon Sur Chalaronne , FRANCE 

Norn complet du second co-mventeur, le cas echeant 

Full name of second joint inventor, if any 

Signature de i'mventeur Date 

Second Inventor's signature Date 

Domicile 

Residence 

Nationalite 

Citizenship 

Adresse Postaie 

Post Office Address 




(Fournir ies memes renseignements et la signature de tout (Supply similar information and signature for third and sub- 
co-inventeur supplemental.) sequent joint inventors.) 
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